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Technical description

This unit, with the Z80 microprocessor CPU, controls the entire receiver
program sequence. See block diagram CPU I for a list of the individual
circuits.

Voltage monitoring and Watchdog

The voltage monitoring circuit consists of the ICs B and D, transistors T 3
and T 4 and the other associated components. The voltage monitored is the
+5 V supply, which is fed for this purpose direct from the power supply
output to pin b 21 of the circuit. The reference voltage is generated by

D 1 and applied to operational amplifier IC - D. The response point of the
monitoring circuit is set to 4.81 V with R 3. If the voltage falls below this
level, the output of IC - D goes RIGH and an NMI signal criginates via |C - B
and T 3. After the time lag determined by R S and C 6, the RESET signal is
also activated via T 4. On switch-on, if the response point is exceeded, the
opposite process takes place, the RESET signal being cancelled only

after the NM! signal. C 5 and R 8, together with the IC - B, facilitate reliable
switchover of output 3 of IC - B on switch-on, thereby preventing oscillation.

The Watchdaog circuit comprises IC - C and IC - A, IC- C is a counter chip
supplied with the CPU clock pulse via pin 9, so that it counts up. The
counter is activated via pin 2 and IC - A is reset if NMI is activated by the
voltage monitor or if a reset pulse is generated via decoder IC - Y by the
current program, If the program is interrupted for instance by an
interference pulse, these reset pulses do not occur and the counter will
continue to count until its output Q 24 {pin 1) switches over. This triggers
a RESET puise via IC-A and C 7 and R 11, thereby restarting the CPU via
IC-B, T3and T 4.

Wait pulse generator

The wait pulse generator comprises two flipflops (IC - F) synchronized with
the CPU clock pulse {pins 3 and 11}. If an MRQ signal occurs on pin 2, a
WAIT signal is generated for the following clock cycle. This makes it
possible to use also slower memory chips.

CPU

IC-G is the 280 CPU which controls and monitors all operating sequences in
the RX 1001 M/ RX 5001 control unit. The signals NMI and RESET have
already been discussed, they ensure a defined program start or interruption.
The WAIT signal has also been explained. The address bus AOto A 15 1s
used by the CPU to point to individual storage locations or I/0 chips. The
MRQ signal is activated upon memory accesses and the signal IORQ is
active on access to /0 chips. The data direction is determined in each

case by the signals RD for READ operations and WR for WRITE operations.
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The systern ciock pulse 1s fed to the CPU via pin 6. The bidirectional data
bus D Q to D 7 transfers data between the CPU and the memories and
input-output chips. The INT input is used by the peripherals for interrupt
requests to the CPU if an interrupt-controlled function s to be performed
{e.g., alarm or keyboard entry). The CPU shows by activation of output M 1
that it is executing the first machine cycle of a new instruction. This signal
synchronizes the PlIOs with the CPU. [t is also logically combined with
RESET, as an M 1 signal without simultanecus activation of RD or IORQ
must be generated for resetting of the PIO circuit.

Clock generator

The clock oscillator comprises Q 1, IC-E, C8and R 22 and R 23. The
frequency generated is divided by 4 in IC - L and is then 2.4576 MHz. These
clock pulses are fed to the CPU, the PIOs, the baud rate generator, the
USART, the WAIT pulse generator and the Watchdog.

Baud rate generator
The programmable divider {C - M is suppfied with the clock pulse and

generates at its output pin 10, 16 times the frequency of the baud rate set
on S1. This frequency is fed to the USART as send and receive clock.

Baud rate settings on switch S1:

Baud S1.1 51.2 S1.3 51.4

50 ON ON OFF ON
75 ON ON OFF OFF
110 OFF OFF OFF OFF
134,5 ON OFF ON ON
150 OFF CFF OFF ON
200 ON OFF ON OFF
300 OFF OFF ON OFF
600 ON OFF OFF ON
1200 OFF ON OFF OFF
1800 OFF ON OFF ON
2400 ON CFF OFF OFF
2400 OFF OFF ON ON
4800 OFF ON ON OFF
9600 OFF ON ON ON
Bus drivers

To ensure that the bus connections of the CPU are not overloaded aimost all
the other units are connected to the CPU via bus drivers. These are i{C- H
and IC - J for the address bus and IC - K for the monitoring bus. These
drivers are constantly selected and operate unidirectionally - i.e., only from
the CPU to the connrected circuit.
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The driver for the data bus IC - P, on the other hand, operates bidirectionally,
as data must be transmitted in both directions, and it is activated only upon
memory access operations by the MRBQ signal. The data direction of this
driver is controlled by RD. The I/O chips are connected direct to the data bus
of the CPU to permit the use of Z 80 interrupt mode 2, in which the CPU
reads an interrupt vector from the peripheral which has triggered the
interrupt. However, this process takes place without activation of the RD
line, so that any interconnected bus driver would cause this vector not to

be read by the CPU. The data bus driver is in a high-resistance condition
upon access operations to the /O chips.

EPROMSs

The IC - N, IC - O chips and possibly also I1C - R contain the program
whereby the CPU can control and monitor the processes in the equipment.
Permanent data are also stored here. The relevant chip is addressed via the
CS inputs pins 20 and 22, the address inputs selecting the individual storage
location, The content of this storage location is then placed on the data bus
and read by the CPU.

RAM with write protection

Circuit IC - | is a static CMOS-BAM, in which the CPU deposits or
temporarily stores variable data. When the receiver is switched off, this
circuit is powered by the built-in storage battery, so that the stored data is
retained and the former operating condition can be restored when the
receiver is switched on again, An individuat storage location is accessed in
the same way as the EPROMSs. However, the WR line is aiso connected to
the RAM via pin 27 so that data can also be written into the memary.

A further RAM, IC - S, can also be used if required. Transistors T 1, T 2 and
T b constitute the write protection for the RAMs when the receiver is
switched off or if the power fails. The RESET signal is applied via series
resistors to the base connections. If this signal is activated (i.e., LOW) the
CS and WR inputs of the RAMs are disconnected by the transistors and
kept at HIGH level via R 16, R 24 and R 30. This ensures that no spurious
write operations can be initiated and that the data in the RAM is safely
retained.
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Decoder for memory Chips

IC - Y selects whichever chip is required by the CPU for storage access
operations. The decoder is activated by the MRQ signal via pins 4 and 5 and
then switches the output specified by address fines A 15, A 14 and A 13 to
LOW level for selection of the connected memory chip. This resuits in the
following address areas:

A15 A4 A 13 Address area Chip

QQOOH-IFFFH EPROM 1 IC - N
2000H-3FFFH EPROM 2 IC-0
4000H-5FFFH EPROM 3 IC - R
6000H-7FFFH Spare RAM IC-S

8000H-SFFFH C4 Dec 1

ADOOH-BFFFH CS 6 (Watchdog Trigger)
COCOH-DFFFH CSh

EQOOH-FFFFH RAM IC-T

— =00 = - 0O0
...;Q.JO_\O_;D

Further external storage locations are accessed via the signals CS 5, CS 6
and CS Dec. 1.

Decoder for input/output chips

Decoder IC - X is activated via pin 1 from address line A 5 and selects a
P1O circuit according to the states of lines A2 and A 3. Since IC - X is
controlled only by address lines, its outputs will also generate CS signals
on memory access operations. However, these do not matter, as the PIOs
also evaluate the |ORQ signal for activation.

Serial interface (USART)

IC - Vis used for operation of the RS-232 interface. The chip receives the
clock pulse via pin 20 and the send-and-receive clock from the baud rate
generator via pins 9 and 25. The send-and-receive clock is divided
internally by 16 and then forms the baud rate for serial data transmission.

The RESET signal is supplied via pin 21. The CPU is connected to the
USART via the data bus D 0 to D 7. The chip is selected for this purpose via
CS (pin 11) in combination with RD {pin 13) or WR (pin 10). The read or write
signals for IC - V are obtained from the CPU signals by a combination of
IGRQ, with RD or WR by means of IC - W. CS is connected directly to
address line A4, which must therefore be kept at HIGH level for access
operations to other /O chips. The address line is connected directly to input
C/D and therefore determines whether data or commands or status
information is transmitted over the data bus.
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Data is transmitted serially over lines RXD (receive data) and TXD (transmit
data). The USART indicates via line RXR that a complete character can be
read in serial form. Conversely, an indication is given via TXR that the

CPU can write a new character into the chip for serial transmission. When
the last character has been completely transmitted, the USART activates the
signal TXE. The remaining signals are for modem control: RTS is the request
to send, which must be acknowledged by clear to send CTS. The interface
signals to the modem that it is ready for operation by DTR {data terminal
ready} and the modem activates the DSR {data set ready) line when itis
ready for operation.
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Test and alignment instrucions

Required: Circuit diagram CPU Il - Hagenuk Drawing No.
97 Sa B 2.155.35
DVM, 2-channel oscilloscope, power supply

Test configuration:  The PCB is removed and reconnected to the receiver
using the extender PCB (service adaptor}. Disconnect
the 5 V power supply and feed in +b V externally.

Testing the voltage and current consumption
Set external power supply to 5.0 V £ 0.1V and measure current
consumption: specified value 310 mA £ 31 mA.

Testing the voltage monitor circuit

Reduce supply voltage to 4.810 V. Turn potentiometer R 3 fully
counterclockwise. Connect a DVM to MP 8. Turn R 3 clockwise.
Test values:

The valtage on MP 8 must be "definitely’ LOW.

Then reduce the supply voltage and increase it again.

Test values:

LLOW signal on MP 8 at 4.810 V.
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Testing the POWER ON/POWER DOWN circuit

RX 1001 M/ RX 5001
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Connect two-channel oscilloscope, channel 1 to IC - G pin 17 and channel 2
to pin 26. Triggering is by the rising edge of the NM signal. Switch on

receiver,
Test values:
NMI Pin 17
HES Pin 26
| I
| t !
™ - t> 500 US

Set triggering to trailing edge of NM! signal.

Interrupt the +5 V power supply.
Test values:

NMI

!
|
F s
| RES
|

i { i
~ " t> 800 us

Measurement of CPU clock frequency

Connect oscilloscope to IC - G pin 6. (& signal)

Test values:
f=2.5MHz.
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Measurement of WAIT signal
Connect oscilloscope to 1C - G pin 24. (WAIT signal)
Test values:

=

— ———— WAIT

NOTE
A special test E-PROM is used for further testing of the CPU board.
Remove normal E-PROM set and insert test E-Prom in socket (ICN)

Measure various signals on the CPU board. The test EPROM contains a
program which generates all the memory signals. In the subsequent
measurement there must be pulses at the measurement points. The puise
form and sequence varies. In the logical "LOW" status the pulses must have
a voltage of 0.8 V and in the "HIGH" status a voltage of 2.4 V.

Measure at Pin 20 0f IC N, O, R, 5, T.

Required: Needie pulses to “LOW", time elapse between the pulses around
100 us.

100 ps

Measure pulse at Pin 4, 5, 6, 7IC X
Required: Pulses

Measure pulses at Pin 3, 10, 11, IC Y.

Measure pulses at the "Data Bus Buffered".
(Pin 7 to Pin 14 St A).
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Measure TXD pulses (Pin 4 socket B).

Measure pulses at IORQ (Pin 23 socket B).
Measure puises at WR {Pin 24 socket B).
Measure pulses at RD (Pin 25 socket B},

Measure pulses at @ (Pin 26 socket B).

(® timing = symmetrical square wave of 2.5 MHz)

Measure pulses at M1 (Pin 28 socket B).
Measure pulses at MRQ (Pin 29 socket B).
Measure pulses at Address Bus (Pin 15 to 30 socket A).

Remove test EPROM, insert "normal” EPROM set, insert board in a test
receiver and test all functions.
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